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ARCHITECTURAL 


ENT 


LIGHTING 


KENT  Lighting  Units  are  scientifically  designed  to  project  the  maximum  light 
where  most  needed  for  the  particular  purpose  with  minimum  glare  and  at 
lowest  cost.  In  addition  to  these  features  the  aesthetic  effect  is  given  thorough 
consideration. 


KENT  fixtures  are  of  rugged  construction  made  of  high  grade  raw  materials 
and  built  by  skilled  mechanics. 

Our  engineering  department  is  at  your  service  to  solve  your  lighting  problems 
and  recommend  special  designs. 

KENT  standard  products  shown  in  this  catalog  are  carried  in  stock  for  prompt 
delivery. 


WHEN  ORDERING: 

Please  specify  full  details  as  given  in  catalog.  Give  the  correct  number  of 
the  fixture,  and  finish  required.  State  whether  the  Underwriters  Label  is 
required. 

OBSOLETE  ITEMS  not  listed  in  this  catalogue  are  available.  Prices  quoted  on 
request. 

RETURNED  GOODS  acceptable  only  on  written  authorization. 


STANDARD  FINISHES: 

SPRAYED  LACQUER  ON  STEEL 

Aluminum 

Statuary  Bronze 

Gold 

Black 

Ivory 

Mahogany 

White 


PLATED  FINISHES  ON  BRASS 

Statuary  Bronze 

Bank  Bronze 

Polished  Chrome 

Satin  Chrome 

Pewter 

Brushed  Brass 
Polished  Brass 
English  Bronze 


KENT  products  are  guaranteed  as  to  workmanship  and  specifications. 
SHIPPING: 

Shipments  are  F.  O.  B.  Brooklyn,  N.  Y.  Please  indicate  preferred  routing  of 
merchandise. 


Prices  subject  to  change  without  notice.  Lamps  are  not  included  in  price. 


Printed  in  U  S  A 


FOR  PRICES  AND 

ADDITIONAL  INFORMATION 

SEE  OUR 

SPECIAL  BULLETINS 


Standard  S~luore5cent  (dhannels 

Various  combinations  of  reflectors  with  either  single  or  multiple  light  channels 
will  make  units  shown  on  this  page.  These  standard  units  are  applicable  to 
a  large  variety  of  conditions  thus  avoiding  the  expense  of  special  fixtures. 
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OPEN  VIEW 

Showing  Construction  of  Channels 
Sockets,  starters  and  ballasts  are  in  one  compact  unit. 
Top  shell  serves  as  cover  only.  This  method  of  con¬ 
struction  greatly  facilitates  installation. 


REFLECTORS 


10000  LINE 


NO. 

LTS. 

WATT 

LENGTH 

WIDTH 

HEIGHT 

10118 

1 

15 

20" 

3" 

2" 

10218 

2 

15 

20" 

5V2" 

2" 

10318 

3 

15 

20" 

7%" 

2" 

10418 

4 

15 

20" 

10%" 

2" 

10124 

1 

20 

26" 

3" 

2" 

10224 

2 

20 

26" 

5V2" 

2" 

10324 

3 

20 

26" 

7%" 

2" 

10424 

4 

20 

26" 

10%  " 

2" 

10136 

1 

30 

38" 

3" 

2" 

10236 

2 

30 

38" 

5V2" 

2" 

10336 

3 

30 

38" 

7%" 

2" 

10436 

4 

30 

38" 

10%  " 

2" 

10148 

1 

40 

50" 

3" 

2" 

10248 

2 

40 

50" 

5V2" 

2" 

10348 

3 

40 

50" 

7%" 

2" 

10448 

4 

40 

50" 

10%  " 

2" 

Single  and  multiple  light  channels  for  cove  lighting, 
store  window  display  and  many  other  commercial  and 
industrial  applications.  Single  light  units  finished  in 
aluminum  and  multiple-light  units  finished  in  white 
enamel. 

LINE 


These  units  consist  of  channels  with  two  Type-A 
reflectors. 


NO. 

LTS. 

WATT 

LENGTH 

WIDTH 

HEIGHT 

11118 

1 

15 

20" 

5" 

3" 

11218 

2 

15 

20" 

7V2" 

3" 

11318 

3 

15 

20" 

10" 

3" 

11418 

4 

15 

20" 

1 2  V2 " 

3" 

11124 

1 

20 

26" 

5" 

3" 

11224 

2 

20 

26" 

7V2" 

3" 

11324 

3 

20 

26" 

10" 

3" 

11424 

4 

20 

26" 

12%" 

3" 

11136 

1 

30 

38" 

5" 

3" 

11236 

2 

30 

38" 

7%" 

3" 

11336 

3 

30 

38" 

10" 

3" 

11436 

4 

30 

38" 

12%" 

3" 

11148 

1 

40 

50" 

5" 

3" 

11248 

2 

40 

50" 

7%" 

3" 

11348 

3 

40 

50" 

10" 

3" 

11448 

4 

40 

50" 

12  %" 

3" 

Standard  SluoreScen  t  l^de^lectorS 

ADDITIONAL  TYPES  CONTROLLED-LIGHT  TROUGHS  UTILIZING  SINGLE 
AND  MULTIPLE  CHANNELS  WITH  REFLECTOR  COMBINATIONS. 

9000  LINE 


FOR  PRICES  AND 

ADDITIONAL  INFORMATION 

SEE  OUR 

SPECIAL  BULLETINS 


y/UUUU^ 

Single  and  multiple  channels 
with  two  Type  C  reflectors. 


NO. 

LTS. 

WATT 

LENGTH 

WIDTH 

HEIGHT 

9118 

1 

15 

20" 

7" 

5" 

9218 

2 

15 

20" 

9V2" 

5" 

9318 

3 

15 

20" 

12" 

5" 

9418 

4 

15 

20" 

14V2" 

5" 

9124 

1 

20 

26” 

7" 

5" 

9224 

2 

20 

26" 

9V2" 

5" 

9324 

3 

20 

26" 

12" 

5" 

9424 

4 

20 

26" 

14V2" 

5" 

9136 

1 

30 

38" 

7" 

5” 

9236 

2 

30 

38" 

9V2" 

5" 

9336 

3 

30 

38" 

12" 

5" 

9436 

4 

30 

38" 

14V2" 

5” 

9148 

1 

40 

50" 

7" 

5" 

9248 

2 

40 

50" 

9V2" 

5" 

9348 

3 

40 

50" 

12" 

5" 

9448 

4 

40 

50" 

1 4  V2 " 

5" 

1  2  0  0  0 


^UUU  IT 

/ 

Single  and  multiple  channels 
with  Type  A  and  B  reflectors. 


LINE 


NO. 

LTS. 

WATT 

LENGTH 

WIDTH 

HEIGHT 

12118 

1 

15 

20" 

4" 

5" 

12218 

2 

15 

20" 

6V2" 

5" 

12318 

3 

15 

20" 

9" 

5" 

12418 

4 

15 

20" 

11V2" 

5" 

12124 

1 

20 

26" 

4" 

5" 

12224 

2 

20 

26" 

6V2" 

5" 

12324 

3 

20 

26" 

9” 

5" 

12424 

4 

20 

26" 

ny2" 

5" 

12136 

1 

30 

38" 

4" 

5" 

12236 

2 

30 

38" 

6V2" 

5" 

12336 

3 

30 

38" 

9" 

5" 

12436 

4 

30 

38" 

ny2" 

5" 

12148 

1 

40 

50" 

4" 

5" 

12248 

2 

40 

50" 

6y2" 

5" 

12348 

3 

40 

50" 

9" 

5" 

12448 

4 

40 

50" 

ny2" 

5" 

13000  LINE 


Single  and  multiple  channels 
with  Type  A  and  C  reflectors. 


NO. 

LTS. 

WATT 

LENGTH 

WIDTH 

HEIGHT 

13118 

1 

15 

20" 

6" 

5” 

13218 

2 

15 

20" 

8y2" 

5" 

13318 

3 

15 

20" 

11" 

5" 

13418 

4 

15 

20" 

i3y2" 

5" 

13124 

1 

20 

26" 

6" 

5" 

13224 

2 

20 

26" 

8y2" 

5" 

13324 

3 

20 

26" 

11" 

5" 

13424 

4 

20 

26" 

i3y2" 

5" 

13136 

1 

30 

38" 

6" 

5" 

13236 

2 

30 

38" 

8y2" 

5" 

13336 

3 

30 

38" 

ii" 

5" 

13436 

4 

30 

38" 

i3y2" 

5" 

13148 

1 

40 

50" 

6" 

5" 

13248 

2 

40 

50" 

8y2" 

5" 

13348 

3 

40 

50" 

ii" 

5" 

13448 

4 

40 

50" 

i3y2" 

5" 

3 


FOR  PRICES  AND 

ADDITIONAL  INFORMATION 

SEE  OUR 

SPECIAL  BULLETINS 


t^ecedied 


uore6cen 


t 


Unih 


OPEN  FACE 


No.  2324 

Exposed  surface  finished  in 
white  enamel.  Reflectors  white 
enamel. 


NO. 

LTS. 

WATT 

BOX  SIZE 

DEPTH 

2118 

1 

15 

5"x  19” 

6" 

2218 

2 

15 

7"  x  19" 

6" 

2318 

3 

15 

9"x  19" 

6" 

2418 

4 

15 

11" x 19" 

6" 

2124 

1 

20 

5"  x  25" 

6" 

2224 

2 

20 

7"  x  25" 

6" 

2324 

3 

20 

9"  x  25" 

6" 

2424 

4 

20 

11" x  25" 

6" 

2136 

1 

30 

5”  x  37" 

6" 

2236 

2 

30 

7"  x  37" 

6" 

2336 

3 

30 

9"  x  37" 

6" 

2436 

4 

30 

11" x  37" 

6" 

2148 

1 

40 

5"  x  49" 

6" 

2248 

2 

40 

7"  x  49" 

6" 

2348 

3 

40 

9"  x  49" 

6" 

2448 

4 

40 

11" x  49" 

6" 

No.  2348 FG 

Equipped  with  frame  and 
aurora  glass.  Frames  finished 
in  white  enamel  or  aluminum. 
Reflectors  in  white  enamel. 


NO. 

LTS. 

WATT 

BOX 

SIZE 

FRAME 

SIZE 

DEPTH 

2118FG 

1 

15 

5"x  19" 

6%"  x  203/i" 

6" 

2218FG 

2 

15 

7"x  19" 

83/4"x  203/4" 

6" 

2318FG 

3 

15 

9"x  19" 

103/4"x  203/4" 

6" 

2418FG 

4 

15 

11" x 19" 

123/4"x  203/4" 

6" 

2124FG 

1 

20 

5"  x  25" 

63/4"x  263/4" 

6" 

2224FG 

2 

20 

7"  x  25" 

83/4"x  263/4" 

6" 

2324FG 

3 

20 

9"  x  25" 

103/4"x  263/4" 

6" 

2424FG 

4 

20 

1 1” x  25" 

123/4"x  263/4" 

6" 

2136FG 

1 

30 

5"  x  37" 

63/4"x  383/4" 

6" 

2236FG 

2 

30 

7"  x  37" 

83/4"x  383/4" 

6" 

2336FG 

3 

30 

9"  x  37" 

103/4"x  383/4" 

6" 

2436FG 

4 

30 

11" x  37" 

123/4"x  383/4" 

6" 

2148FG 

1 

40 

5"  x  *49" 

63/4"x  503/4" 

6" 

2248FG 

2 

40 

7”  x  49" 

8%"  x  50%" 

6" 

2348FG 

3 

40 

9"  x  49" 

103/4"  x  503/4" 

6" 

2448FG 

4 

40 

1 1" x  49" 

123A"  x  503A" 

6" 

WITH  SURFACE  LIGHTS 


No.  2340 

Exposed  surfaces  finished  in 
white  enamel.  White  enameled 
reflectors. 


NO. 

LTS. 

WATT 

BOX 

SIZE 

EXPOSED 

SURFACE 

DEPTH 

2115 

1 

15 

5"x  19" 

63/4"x  203/4" 

6" 

2215 

2 

15 

7"x  19" 

83/4"x  203/4" 

6" 

2315 

3 

15 

9"  x  19" 

103/4"x  203/4" 

6" 

2415 

4 

15 

11" x  19" 

123/4"  x  203/4" 

6" 

2120 

1 

20 

5"  x  25" 

63/4"x  263/4" 

6" 

2220 

2 

20 

7"  x  25" 

83/4"x  263/4" 

6" 

2320 

3 

20 

9"  x  25" 

103/4"x  263/4" 

6" 

2420 

4 

20 

11" x  25" 

123/4"x  263/4" 

6" 

2130 

1 

30 

5"  x  37" 

63/4"x  383/4" 

6" 

2230 

2 

30 

7"  x  37" 

G; 

ro* 

OO 

CO 

X 

"3? 

CO 

6" 

2330 

3 

30 

9"  x  37" 

103/4"  x  38%" 

6" 

2430 

4 

30 

11" x  37" 

123/4"x  383/4" 

6" 

2140 

1 

40 

5"  x  49" 

63/4"x  503/4" 

6" 

2240 

2 

40 

7"  x  49" 

83/4"x  503/4" 

6" 

2340 

3 

40 

9"  x  49" 

103/4"x  503/4" 

6" 

2440 

4 

40 

11" x  49" 

123/4"  x  503/4" 

6" 

Substantially  constructed  recessed  units  for  fluorescent  lighting.  Made  of  No.  18  gage  rust  resisting  steel, 
electrically  welded.  Special  sizes  and  finishes  can  be  furnished  on  request. 


14448 


14248  W  14348 

VERTICAL  DESIGN 


14448 


NUMBER 

LAMPS 

WATTS 

LENGTH 

HEIGHT 

W’DTH 

14224 

2 

20 

26" 

3VT 

5  3/b  " 

14324 

3 

20 

26" 

4" 

7%" 

14424 

4 

20 

26" 

4%" 

10V4" 

14236 

2 

30 

38" 

3VT 

5%" 

14336 

3 

30 

38" 

4" 

73/4" 

14436 

4 

30 

38” 

4%" 

10  Vi" 

14248 

2 

40 

50" 

3V»" 

5  3/s" 

14348 

3 

40 

50" 

4" 

73/4" 

14448 

4 

40 

50" 

45/s" 

10  Vi" 

COMPACT  DESIGN 


FOR  PRICES  AND 

ADDITIONAL  INFORMATION 

SEE  OUR 

SPECIAL  BULLETINS 


3L 


uorelcen 


t  <^Hi 


uwuncuret 


WINDOW  REFLECTORS 


3000  LINE 

Made  to  meet 
need  for  a  simple 
yet  attractive  unit 
for  interior.  Fin¬ 
ished  in  white 
with  chrome  trim. 
Constructed  of 
rust  resisting  steel. 


SUSPENSION  TYPE  3000  LINE 


5000  LINE 


SURFACE  MOUNTED  TYPE  3000  LINE 


NO. 

LTS. 

WATT 

LENGTH 

WIDTH 

HEIGHT 

3224 

2 

20 

26" 

53/s" 

OO 

3324 

3 

20 

26" 

73/4" 

OO 

3424 

4 

20 

26" 

10V4" 

OV* 

OO 

3248 

2 

40 

50" 

53/8" 

10  Vi" 

3348 

3 

40 

50" 

73/4" 

IOV2" 

3448 

4 

40 

50" 

10V4" 

IOV2" 

NO. 

LTS. 

WATT 

DIAMETER 

OVERALL 

5418 

4 

15 

5" 

25" 

5624 

6 

20 

OO 

32" 

5824 

8 

20 

O** 

OO 

32" 

Will  conceal 
lamp  discoloration. 


DECORATIVE  END  CAPS 


No.  1000 


This  Grecian  design 
will  enhance  your 
fixture. 


ADAPTABLE  FOR  ALL  T12  (IV2"  Diameter)  FLUORESCENT  LAMPS 


8000  LINE 
SUSPENSION  TYPE 


8000  LINE 

SURFACE  MOUNTED  TYPE 


4000  LINE 
SUSPENSION  TYPE 


18000  LINE 
SUSPENSION  TYPE 


JL 


uore5cen 


t  cJ^.1 


uunmcured 


FOR  PRICES  AND 

ADDITIONAL  INFORMATION 

SEE  OUR 

SPECIAL  BULLETINS 


ELIPTICAL  DESIGN 

8000  LINE 


NO. 

LTS. 

WATTS 

LENGTH 

HEIGHT 

WIDTH 

8118 

1 

15 

22” 

2Vz" 

5" 

8218 

2 

15 

22” 

2V2" 

5” 

8318 

3 

15 

27” 

3” 

CO 

8418 

4 

15 

27” 

3” 

OO 

8124 

1 

20 

28" 

2V2" 

5" 

8224 

2 

20 

28” 

2  y2 " 

5” 

8324 

3 

20 

33” 

3” 

CO' 

CO 

8424 

4 

20 

33" 

3” 

83/4" 

8136 

1 

30 

45" 

3” 

83/4” 

8236 

2 

30 

45” 

3” 

co" 

OO 

8336 

3 

30 

45” 

3" 

co^ 

OO 

8436 

4 

30 

45” 

3” 

8%" 

8148 

1 

40 

57” 

3” 

8%” 

8248 

2 

40 

57” 

3" 

OO 

8348 

3 

40 

57” 

3" 

83/4” 

8448 

4 

40 

57” 

3” 

OO 

^co 

These  luminaires  are  designed  to  satisfy  a 
demand  for  low  cost  commercial  and  residen¬ 
tial  installations. 

Constructed  of  rust-protected  steel  with  pol¬ 
ished  brass  trim.  Finished  in  white  enamel  or 
satin  cadmium. 

Suspension  type  30”  overall  drop.  Longer  sus¬ 
pension  available  on  request  at  additional 
cost. 


CAST  END  DESIGN 

4000  LINE 


NO. 

LTS. 

WATT 

LENGTH 

WIDTH 

HEIGHT 

4424 

4 

20 

303/4” 

12" 

6” 

4436 

4 

30 

423/4” 

12” 

6” 

4448 

4 

40 

543/4” 

12" 

6" 

STEP 

END  DESIGN 

18000 

LINE 

NO. 

LTS. 

WATT 

LENGTH 

WIDTH 

HEIGHT 

18424 

4 

20 

32” 

OO 

4V2" 

18448 

4 

40 

56” 

(■o' 

OO 

4V2” 

6 


3L  orescent  JL 


uwuncureS 


FOR  PRICES  AND 

ADDITIONAL  INFORMATION 


FLAT  DESIGN 


SEE  OUR 

SPECIAL  BULLETINS 


6000  LINE 


NO. 

LTS. 

WATTS 

LENGTH 

HEIGHT 

WIDTH 

6424 

4 

20 

33” 

2Vz" 

83/4” 

6436 

4 

30 

45” 

2W 

oo 

6448 

4 

40 

57” 

2W 

co" 

OO 

These  fixtures  are  constructed  of  rust-protected  steel. 
Finished  in  white  enamel  and  trimmed  with  polished 
brass  or  chrome-  Suspension  type  30”  overall  drop. 


6000  LINE 
SUSPENSION  TYPE 


SURFACE  MOUNTED  TYPE 
6000  LINE 


No.  981 


The  wall  bracket  shown  is  made  of  brass  and  finished 
in  polished  or  satin  chromium  or  sprayed  finishes. 


LETTER  BOX  BRACKET 


NO. 

LTS. 

WATT 

941 

1 

15 

942 

2 

15 

943 

1 

20 

944 

2 

20 

945 

1 

30 

946 

2 

30 

NO. 

LTS. 

WATT 

981 

1 

15 

982 

1 

20 

983 

1 

30 

984 

2 

15 

985 

2 

20 

986 

2 

30 

987 

1 

40 

988 

2 

40 

No.  981  No.  982 

WALL  BRACKET 


The  display  or  wall  case  reflector  shown  below 
for  confined  spaces.  Auxiliary  in  reflector. 

These  units  are  made  of  rust-protected  steel  and 
finished  lacquered  exterior  with  white  enamel  reflect¬ 
ing  surface. 


No.  915 


NO. 

LTS. 

WATT 

915 

1 

15 

930 

1 

30 

SHOW  CASE  REFLECTOR 
Auxiliary  in  Base  of  Case 
T-8  Lamp  Only 


No.  918 


NO. 

LTS. 

WATT 

918 

1 

15 

924 

1 

20 

936 

1 

30 

948 

1 

40 

DISPLAY  CASE  REFLECTOR 


7 


3Lk  & 


ece66e 


d  cJdi^Ltma 


No.  714FH  No.  UL712F  No.  716F 


LISTED 

BY  U.  L. 

STANDARD 

TYPE 

FRAME 

BOX  SIZE 

FRAME  SIZE 

DEPTH 

LAMP 

WATTAGE 

NO. 

LAMPS 

STD. 

PKG. 

V.  L. 

TYPE 

PKG.  WT. 

STANDARD 

TYPE 

PKG.  WT. 

UL708FH 

708FH 

Hinged 

6%"  x 

6%" 

8"  X  8" 

4" 

60  W. 

1 

6 

32  lbs. 

24  lbs. 

UL709FH 

709FH 

Hinged 

4%"  x 

7%" 

6"  x  9" 

4" 

60  W. 

1 

6 

29  lbs. 

21  lbs. 

UL710FH 

710FH 

Hinged 

oo 

X 

8%" 

10"  X  10" 

4" 

100  w. 

1 

6 

44  lbs. 

32  lbs. 

UL712FH 

712FH 

Hinged 

6V4"  X 

10%'' 

7V2"  X  12" 

4" 

100  w. 

1 

6 

42  lbs. 

30  lbs. 

UL714FH 

714FH 

Hinged 

10%"  x 

10%  " 

12"  x  12" 

4" 

200  W. 

1 

6 

60  lbs. 

44  lbs. 

UL716FH 

716FH 

Hinged 

12%"  x 

12%  " 

14"  x  14" 

4" 

200  W. 

1 

6 

72  lbs. 

52  lbs. 

UL708F 

708F 

Removable 

6%  "  x 

6%" 

8"  x  8" 

4" 

60  W. 

1 

6 

32  lbs. 

24  lbs. 

UL709F 

709F 

Removable 

4%"  x 

7%" 

6"  x  9" 

4" 

60  W. 

1 

6 

29  lbs. 

21  lbs. 

UL710F 

710F 

Removable 

8%"  x 

8  %  " 

10"  x  10" 

4" 

100  W. 

1 

6 

44  lbs. 

32  lbs. 

UL712F 

712F 

Removable 

6 'A"  x 

10  %" 

7V2"  x  12" 

4" 

100  W. 

1 

6 

42  lbs. 

30  lbs. 

UL714F 

714F 

Removable 

10%"  x 

10  %" 

12"  x  12" 

4" 

200  W. 

1 

6 

60  lbs. 

44  lbs. 

UL716F 

716F 

Removable 

12%  "  x 

12  %" 

14"  x  14" 

4" 

200  W. 

1 

6 

72  lbs. 

52  lbs. 

UL  =  UNDERWRITERS  LABORATORIES  F  =  FLUSH  TYPE  H  =  HINGED  TYPE 


Specifications  on  Units  Listed  by  Underwriters  Laboratories 

Recessed  boxes  are  made  of  galvanized  steel.  All 
joints  are  electrically  welded.  Frames  are  made  of 
brass  and  chromium  plated.  All  frames  are  elec¬ 
trically  welded  and  reinforced  with  light  guards. 

Frames  are  equipped  with  flashed  opal  glass,  and 
are  mounted  with  special  construction  for  adjusting. 

The  units  marked  H  are  equipped  with  hinged 
frames  for  convenience  in  relamping. 

Porcelain  sockets  furnished  are  listed  by  Under¬ 
writers  Laboratories,  Inc. 

All  recessed  fixtures  are  equipped  with  rippled 
chromium  reflectors. 

The  U.  L.  recessed  fixtures  are  made  with  asbestos 
heat  insulation  and  are  constructed  in  accordance 
with  the  specifications  of  the  Underwriters  Labora¬ 
tories,  Inc. 

The  U.  L.  recessed  fixtures  are  equipped  with  a 
bracket  for  hanging  safely  and  efficiently. 

SPECIAL  SIZES  AND  FINISHES  CAN  BE 

FURNISHED  ON  REQUEST.  No.  710FH 

SPECIFICATIONS  ON  STANDARD  UNITS 

These  are  used  where  UNDERWRITERS  LABELS  ARE  NOT  REQUIRED.  These 
units  are  constructed  the  same  as  above  except  that  they  have  no  asbestos 
insulation,  no  hanging  brackets  and  are  not  limited  to  the  size  of  bulb  that 
may  be  used. 

Special  sizes  and  finishes  can  be  furnished  on  request. 


No.  UL712  No.  712H 


LISTED 

BY  U.  L. 

STANDARD 

TYPE 

FRAME 

BOX  SIZE 

FRAME  SIZE 

DEPTH 

LAMP 

WATTAGE 

NO. 

LAMPS 

STD. 

PKG. 

U.  L. 

TYPE 

PKG.  WT. 

STANDARD 

TYPE 

PKG.  WT. 

UL708H 

708H 

Hinged 

6%"  x  6 % " 

8"  X  8" 

4 

60  W. 

1 

6 

36  lbs. 

26  lbs. 

UL709H 

709H 

Hinged 

43/4"  X  73/4" 

6"  X  9" 

4 

60  W. 

1 

6 

32  lbs. 

23  lbs. 

UL710H 

710H 

Hinged 

8  3/4"  x  8  3/4" 

10"  X  10" 

4 

100  W. 

1 

6 

44  lbs. 

32  lbs. 

UL712H 

712H 

Hinged 

6V4"  x  103/4" 

7V2"  X  12" 

4 

100  w. 

1 

6 

45  lbs. 

33  lbs. 

UL714H 

714H 

Hinged 

103/4"  x  103/4" 

12"  X  12" 

4 

200  W. 

1 

6 

65  lbs. 

47  lbs. 

UL716H 

716H 

Hinged 

123/4"  X  123/4" 

14"  x  14" 

4 

200  W. 

1 

6 

88  lbs. 

64  lbs. 

UL708 

708 

Removable 

6  3/4"  x  6  3/4" 

8"  x  8" 

4 

60  W. 

1 

6 

36  lbs. 

26  lbs. 

UL709 

709 

Removable 

43/4"  X  73/4" 

6"  x  9" 

4 

60  W. 

1 

6 

32  lbs. 

23  lbs. 

UL710 

710 

Removable 

CO 

X 

* 

CO 

10"  x  10" 

4 

100  W. 

1 

6 

44  lbs. 

32  lbs. 

UL712 

712 

Removable 

6V4"  X  103/4" 

7V2"  x  12" 

4 

100  W. 

1 

6 

45  lbs. 

33  lbs. 

UL714 

714 

Removable 

103/4"  X  103/4" 

12"  x  12" 

4 

200  W. 

1 

6 

65  lbs. 

47  lbs. 

UL716 

716 

Removable 

123/4"  X  123/4" 

14"  x  14" 

4 

200  W. 

1 

6 

88  lbs. 

64  lbs. 

UL  =  UNDERWRITERS  LABORATORIES  H  =  HINGED  TYPE 


No.  895 


RECESSED  TROUGH 

Made  in  continuous  lengths.  Removable  frame  for  relamping.  Also  made 
with  fixed  frame  and  hinged  doors.  Frame  5V2"  wide  and  Trough  4V2"  wide 
and  4V2"  deep.  Can  be  made  in  other  sizes  as  required. 


The  Above  Troughs  May  Be  Wired  for  LUMILINE  OR  FLUORESCENT  LAMPS 

TO  SPECIFICATIONS. 
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No.  UL658 
EGG  CRATE 


No.  360 

CONCENTRIC 


No.  659H 

LONGITUDINAL 


LISTED 

BY  U.  L. 

STANDARD 

TYPE 

FRAME 

BOX  SIZE 

FRAME  SIZE 

DEPTH 

LAMP 

WATTAGE 

NO. 

LAMPS 

STD. 

PKG. 

U.  L. 

TYPE 

PKG.  WT. 

STANDARD 

TYPE 

PKG.  WT. 

UL658H 

658H 

Hinged 

6%"  x  6 % " 

8"  x  8" 

6" 

60  W. 

1 

6 

43  lbs. 

31  lbs. 

UL659H 

659H 

Hinged 

4%"  x  7%" 

6"  x  9" 

6" 

60  W. 

1 

6 

48  lbs. 

35  lbs. 

UL660H 

660H 

Hinged 

8%" x  8%" 

10"  x  10" 

6" 

100  w. 

I 

6 

57  lbs. 

41  lbs. 

UL662H 

662H 

Hinged 

6V4”  x  10%" 

7V2"  x  12" 

6" 

100  W. 

1 

6 

53  lbs. 

39  lbs. 

UL664H 

664H 

Hinged 

10%"  x  103/4" 

12"  x  12" 

6" 

150  W. 

1 

6 

74  lbs. 

54  lbs. 

UL666H 

666H 

Hinged 

12%"  x  123/4" 

14"  x 14" 

6" 

150  W. 

1 

6 

92  lbs. 

64  lbs. 

UL356H 

356H 

Hinged 

63/4"  Diam. 

8"  Diam. 

6" 

40  W. 

1 

6 

30  lbs. 

22  lbs. 

UL358H 

358H 

Hinged 

8%"  Diam. 

10"  Diam. 

6" 

75  W. 

1 

6 

38  lbs. 

28  lbs. 

UL360H 

360H 

Hinged 

10%"  Diam. 

12"  Diam. 

6" 

100  W. 

1 

6 

53  lbs. 

39  lbs. 

UL362H 

362H 

Hinged 

12%"  Diam. 

1 4  V2 "  Diam. 

6" 

100  W. 

1 

6 

65  lbs. 

48  lbs. 

UL364H 

364H 

Hinged 

14"  Diam. 

15  V2"  Diam. 

6" 

150  W. 

1 

4 

48  lbs. 

35  lbs. 

UL658 

658 

Removable 

63/4"  x  6%" 

8"  x  8" 

6" 

60  W. 

1 

6 

43  lbs. 

31  lbs. 

UL659 

659 

Removable 

4%"  x  73/4" 

6"  x  9" 

6" 

60  W. 

1 

6 

48  lbs. 

35  lbs. 

UL660 

660 

Removable 

8%" x  8%" 

10"  x  10" 

6" 

100  W. 

1 

6 

57  lbs. 

41  lbs. 

UL662 

662 

Removable 

6V4"  x  10%" 

7V2"  x  12" 

6" 

100  W. 

1 

6 

53  lbs. 

39  lbs. 

UL664 

664 

Removable 

10%"  x  10%" 

12"  x  12" 

6" 

150  W. 

1 

6 

74  lbs. 

54  lbs. 

UL666 

666 

Removable 

12%"  x  12%" 

14"  x  14" 

6" 

150  W. 

1 

6 

92  lbs. 

64  lbs. 

UL356 

356 

Removable 

6%"  Diam. 

8"  Diam. 

6" 

40  W. 

1 

6 

30  lbs. 

22  lbs. 

UL358 

358 

Removable 

8%"  Diam. 

10"  Diam. 

6" 

75  W. 

1 

6 

38  lbs. 

28  lbs. 

UL360 

360 

Removable 

10%"  Diam. 

12"  Diam. 

6" 

100  W. 

1 

6 

53  lbs. 

39  lbs. 

UL362 

362 

Removable 

12%"  Diam. 

14  lh  "  Diam. 

6" 

100  W. 

1 

6 

65  lbs. 

48  lbs. 

UL364 

364 

Removable 

14"  Diam. 

I5V2"  Diam. 

6" 

_ 

150  W. 

1 

4 

48  lbs. 

35  lbs. 

LOUVERED  RECESSED  LIGHTING 

Specifications  on  units  listed  by 

UNDERWRITERS  LABORATORIES 

Recessed  boxes  are  made  of  rust  resisting  steel.  All  joints  are  electrically  welded.  Frames  are  made  of 
brass  and  sprayed  aluminum.  Units  are  equipped  with  aluminum  sprayed  steel  louvers  to  prevent  glare 
without  affecting  light  intensity.  Removable  frames  are  mounted  with  special  construction  for  adjustment. 
Hinged  frames  are  supplied  for  convenience  in  relamping.  Porcelain  sockets  used  in  these  units  are  listed 
by  the  Underwriters  Laboratories,  Inc.  The  round  units  are  equipped  with  polished  aluminum  parabolic 
reflectors.  The  square  and  oblong  units  are  equipped  with  rippled  chromium  reflectors.  In  accordance  with 
the  Underwriters  Laboratories  specifications,  these  units  are  made  with  V4"  asbestos  heat  insulation,  and 
equipped  with  a  bracket  for  hanging  safely  and  efficiently.  The  frames  on  the  rectangular  units  are 
reinforced  with  light  guards. 

SPECIFICATIONS  ON  STANDARD  UNITS 

These  are  used  where  UNDERWRITERS  LABELS 
ARE  NOT  REQUIRED.  These  units  are  constructed 
the  same  as  above  except  that  they  have  no  asbes¬ 
tos  insulation,  no  hanging  brackets  and  are  not 


limited  to  the  size  of  bulb  that  may  be  used. 

Special  sizes  and  finishes  can  be  furnished  on  re¬ 
quest. 


No.  310H 


No.  UL307 


No.  309P 


LISTED  BY 

U.  L. 

STANDARD 

TYPE 

FRAME 

BOX  SIZE 

FRAME 

SIZE 

DEPTH 

LAMP 

WATTAGE 

NO.  OF 
LAMPS 

STD. 

PKG. 

U.  L. 

STD.  PKG. 
WEIGHT 

STANDARD 

TYPE 

STD.  PKG. 
WEIGHT 

UL306H 

306H 

Hinged 

6%"  Diam. 

8” 

Diam. 

4" 

40  W. 

1 

6 

25  lbs. 

18  lbs. 

UL308H 

308H 

Hinged 

8%”  Diam. 

10" 

Diam. 

4” 

75  W. 

1 

6 

32  lbs. 

23  lbs. 

UL310H 

310H 

Hinged 

10%”  Diam. 

12" 

Diam. 

4” 

100  W. 

1 

6 

44  lbs. 

32  lbs. 

UL312H 

312H 

Hinged 

1 2  3A  "  Diam. 

14V2" 

Diam. 

6" 

100  W. 

1 

6 

54  lbs. 

36  lbs. 

UL314H 

314H 

Hinged 

14”  Diam. 

15  V2" 

Diam. 

6" 

150  W. 

1 

4 

40  lbs. 

29  lbs. 

UL307H 

307H 

Hinged 

4”  Diam. 

7" 

Diam. 

4  V2" 

40  W. 

1 

6 

19  lbs. 

15  lbs. 

UL309PH 

309PH 

Hinged 

7%”  Diam. 

9" 

Diam. 

4" 

75  W. 

1 

6 

33  lbs. 

26  lbs. 

UL306 

306 

Removable 

6%”  Diam. 

8" 

Diam. 

4" 

40  W. 

1 

6 

25  lbs. 

18  lbs. 

UL308 

308 

Removable 

8%"  Diam. 

10" 

Diam. 

4" 

75  W. 

1 

6 

32  lbs. 

23  lbs. 

UL310 

310 

Removable 

10  %”  Diam. 

12” 

Diam. 

4” 

100  W. 

1 

6 

44  lbs. 

32  lbs. 

UL312 

312 

Removable 

12%  "Diam. 

14V2" 

Diam. 

6" 

100  W. 

1 

6 

54  lbs. 

36  lbs. 

UL314 

314 

Removable 

14”  Diam. 

15  V2" 

Diam. 

6” 

150  W. 

1 

4 

40  lbs. 

29  lbs. 

UL307 

307 

Removable 

4"  Diam. 

7" 

Diam. 

4V2" 

40  W. 

1 

6 

19  lbs. 

15  lbs. 

UL309P 

309P 

Removable 

7%”  Diam. 

9" 

Diam. 

4” 

75  W. 

1 

6 

33  lbs. 

26  lbs. 

DEEP  HOUSED  ROUND  UNITS 

WITH  HEAT  RESISTING  ROUNDELS 


STANDARD 

TYPE 

FRAME 

BOX  SIZE 

FRAME 

SIZE 

DEPTH 

LAMP 

WATTAGE 

NO.  OF 
LAMPS 

STD. 

PKG. 

STANDARD 

TYPE 

PACKING 

WEIGHT 

338H 

Hinged 

8%" 

9%” 

10V4" 

150  W. 

1 

4 

18  lbs. 

340H 

Hinged 

10%” 

12” 

12V4” 

200  W. 

1 

4 

24  lbs. 

342H 

Hinged 

12  %" 

14%" 

13  %” 

300  W. 

1 

4 

32  lbs. 

338 

Removable 

8%" 

9%” 

10V4" 

150  W. 

1 

4 

18  lbs. 

340 

Removable 

10  %" 

12" 

12  VT 

200  W. 

1 

4 

24  lbs. 

342 

Removable 

12  %" 

14%" 

13  %" 

300  W. 

1 

4 

32  lbs. 

DEEP  HOUSED  UNITS  AVAILABLE  WITH  GLASS  LOUVERS  —  SIZES  ON  APPLICATION 


SPECIFICATIONS  same  as  on  other  recessed  units  except  that  the  deep 
housed  units  are  built  for  a  lamp  in  vertical  position  and  with  a  polished 
aluminum  reflector.  Instead  of  flashed  opal  glass  these  are  supplied  with 
special  heat  resisting  roundels. 
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DECORATIVE  GLASS  BOWLS  ARE  PLAIN  WHITE  OPAL  GLASS 
OR  DESIGNED  FROSTED  FINISH  GLASS 


No.  780  No.  790 


LISTED 
BY  UL 

S'T'D 

TYPE 

BOX  SIZE 

FRAME  SIZE 

DEPTH 

GLASS  SIZE 

UL780 

UL781 

UL782 

UL790 

UL793 

780 

781 

782 
790 
793 

IOV2"  x  IOV2" 
8y2"x  872" 

12 V2”  x  12 V2" 
1072”  x  1072” 
14" x  14” 

12" x 12" 
93/4"x  93A" 
133/4"x  133/4" 
12" x  12" 
1572"  x  1572" 

4" 

4" 

4” 

4" 

4" 

10" X 10" 

8"  x  8” 

12" x  12" 

ioy4"  x  ioy4" 
13ft"  x  13*" 

MOULDED  GLASS  UNIT 


No.  UL188 


LISTED 

BY  UL 

s't'd 

type 

FRAME 

BOX  SIZE 

FRAME  SIZE 

DEPTH 

CLASS  SIZE 

UL186H 

186H 

H 

7"  X  7" 

OO 

X 

<! 

OO 

4 

6V2"  X  6V2" 

UL188H 

188H 

H 

8V2"  X  8V2" 

10" X 10" 

4 

8"  x  8" 

UL192H 

192H 

H 

12  V2"  x  12  V2" 

14"  x 14" 

4 

12"  x  12" 

UL186 

186 

R 

7"  x  7" 

OO 

X 

OO 

4 

6V2"  x  6V2" 

UL188 

188 

R 

8V2"  x  8V2" 

10" X  10" 

4 

8"  x  8" 

UL192 

192 

R 

12 V2"  x  I2V2" 

14" x 14" 

4 

12"  x  12" 

H — Hinged. 


R — Removable. 


These  boxes  are  made  the  same  as  our  regular  line  of 
flush  recessed  lighting,  except  that  decorative  moulded 
glass  is  used  in  place  of  flashed  opal  glass. 


EXPOSED  SURFACE  UNIT 

OVERALL  SIZES 


NO. 

LENGTH 

WIDTH 

DEPTH 

NO.  OF 
LAMPS 

270 

10” 

10” 

43/4” 

1 

272 

12” 

12” 

4%” 

1 

274 

14” 

14” 

4%” 

2 

No.  288 

SURFACE  MOUNTED  CEILING  UNIT 

OVERALL  SIZES 


SURFACE  MOUNTED  UNITS 

The  exposed  trim  on  these  units  is  con¬ 
structed  of  heavy  gauge  brass.  All  units  are 
constructed  with  recessed  back  to  facilitate 
mounting  and  wiring.  Equipped  with  flashed 
opal  glass  or  aurora  glass  side  panels  and 
decorative  moulded  glass  bottom  panel.  Bot¬ 
tom  panels  removable  for  relamping. 


No.  278 

SURFACE  MOUNTED  UNIT 

OVERALL  SIZES 


NO. 

LENGTH 

WIDTH 

DEPTH 

GLASS 

NO.  OF 
LAMPS 

286 

15” 

8V4” 

6” 

6V2" 

2 

288 

18” 

9%” 

6” 

8” 

2 

292 

26” 

133/4” 

8” 

12” 

2 

NO. 

LENGTH 

WIDTH 

DEPTH 

GLASS 

NO.  OF 
LAMPS 

276 

8  y4  ” 

8V4" 

6V2" 

6V2” 

1 

278 

9%” 

93/4” 

6V2” 

8” 

1 

282 

14” 

14” 

8” 

12” 

2 
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MODERN  OFFICE 


HOTEL  BAR 


UL360  Special 


ULU2  Special 

WITH  GRILLED  FRAME  FOR  AIR  CONDITIONING 


PRIVATE  BAR 

A  CONTINUOUS  RECESSED  TROUGH  AT  MIRROR 


DEPARTMENT  STORE 
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UL358 


RECEPTION  ROOM 

UL112  Special 


No.  267 

Architectural  ceiling  or  wall  unit.  Can  be  furnished  in  other  lengths  as  required.  Recessed 
top  to  facilitate  mounting  and  wiring.  Stock  length  48”,  width  9”.  Extends  from  ceiling 
5V4”.  Sockets  on  12”  centers. 


AVAILABLE  FOR  FLUORESCENT  LIGHTING 


No.  266 

Stock  length  24”,  width  9”.  Extends  from  ceiling  5V4”.  Frame  removable  for  relamping. 
Recessed  top  to  facilitate  mounting  and  wiring. 

These  units  are  available  in  other  diameters  or  lengths. 


No.  265 

WALL  UNIT 

For  wall  or  column  mounting.  Length  14”,  width  43/4",  depth  2V2”.  Recessed  back  to  facili¬ 
tate  wiring  and  mounting.  Removable  glass  for  relamping.  Wired  for  medium  base 
tubular  bulb.  Sprayed  aluminum  reflecting  surface.  Equipped  with  flashed  opal  curved 
glass.  2  lights. 


No.  1288 


No.  1278 


SURFACE  UNIT 


SURFACE  UNIT 


OVERALL  SIZES 


NO. 

LENGTH 

WIDTH 

DEPTH 

LAMP  SIZE 

GLASS 

1286 

15" 

8V4" 

6" 

2-100  W. 

6V2" 

1288 

19" 

10V4" 

6" 

2-150  W. 

8V2" 

1292 

27" 

14" 

8" 

2-200  W. 

12" 

OVERALL  SIZES 


NO. 

LENGTH 

WIDTH 

DEPTH 

LAMP  SIZE 

GLASS 

1276 

8V4" 

8V4" 

6V2" 

1-100  W. 

6V2" 

1278 

10V4" 

10V4" 

6V2" 

1-150  W. 

8V2" 

1282 

14" 

14” 

8" 

1-200  W. 

12" 

No.  1246 


SEMI-EXPOSED  HINGED  UNIT 

OVERALL  SIZES 


NO. 

ROUGHING  BOX 
LENGTH  WIDTH  DEPTH 

EXPOSED  FRAME 
LENGTH  WIDTH  DEPTH 

GLASS 

SIZE 

1296 

1 5  V2 " 

15  V2" 

5V2" 

17" 

17" 

3V2" 

6V2" 

1298 

19  V2" 

1 9  V2 " 

6" 

21" 

21" 

3V2" 

8V2" 

1302 

26" 

26" 

7" 

28" 

28" 

4  V2" 

12" 

No.  1298 


FLUSH  HINGED  UNIT 


OVERALL  SIZES 


NO. 

ROUGHING  BOX 

LAMP  SIZE 

EXPOSED 

FRAME 

GLASS 

1246 

73/4"x  73/4"x5" 

100  W. 

93/4"x  93/4" 

6V2" 

1248 

93/4"x  93/4"x5" 

100  W. 

ll3/4"xll3/4" 

8V2" 

1252 

13V4"x13V4"x6" 

200  W. 

15V4"x15V4" 

12" 

No.  1256 

SEMI-EXPOSED  HINGED  UNIT 


OVERALL  SIZES 


NO. 

ROUGHING  BOX 

LAMP  SIZE 

EXPOSED 

FRAME 

GLASS 

1256 

8V2"x  81/2”x51/2" 

1-100  W. 

10V2"x10V2"x3V2" 

6V2" 

1258 

103/4”x103/4''x6” 

1-150  W. 

123/4"xl23/t"x3V2" 

8V2" 

1262 

141/'»"xl41A''x7'' 

1-200  W. 

16»A"xl61/4"x41/2" 

12" 

PRISMATIC  LENSES 


The  exposed  trim  on  these  units  is  constructed  of  heavy  gauge  brass.  Where 
roughing  boxes  are  used  they  are  constructed  of  rust  resisting  steel.  All  joints 
are  electrically  welded.  The  prismatic  glass  has  excellent  diffusing  qualities 
and  control  of  light  distribution  for  concentration  or  spread  light  purposes. 


No.  250 

WALL  BRACKET 

Length  8",  face  4”,  height  4”.  Recessed  back  to 
facilitate  wiring  and  mounting.  Flashed  opal 
glass,  wired  with  porcelain  socket  and  switch 
in  end  for  standard  60  watt  bulb. 

No.  252  —Same  as  above  except  2-light.  Length 
14”,  face  4”,  height  4”. 


No.  255 

WALL  BRACKET 

Length  10”.  Face  2V2”.  Height  2".  Recessed 
back  to  facilitate  wiring  and  mounting.  Sliding 
flashed  opal  glass.  Sprayed  aluminum  reflect¬ 
ing  surface.  Wired  with  socket  and  switch  in 
end  for  tubular  bulb. 


No.  256— Same  as  above  except  2-light.  Length 
16”,  face  2V2”,  height  2”. 


No.  250 
No.  252 
No.  255 
No.  256 


No.  225 


FITTING  ROOM  UNIT 

For  mirror  mounting  and  decorative  display. 
Length  15”,  height  4V2”,  depth  4V2”.  Con¬ 
structed  with  hinged  door  on  top  for  relamping. 
To  be  wired  for  two  standard  bulbs.  Frosted 
aluminum  reflecting  surface.  Equipped  with 
flashed  opal  curved  glass. 


Application  tor  fitting  room  wall  bracket. 


No.  220 

TRIANGULAR  CORNER  UNIT 

For  mounting  on  wall  underneath  cabinet  or 
shelf.  Length  8”,  height  4”,  width  4”.  Chromium 
reflecting  surface.  Flashed  opal  glass,  wired 
with  porcelain  socket  for  standard  bulb.  Re¬ 
cessed  back  to  facilitate  wiring  and  mounting. 
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No.  613 — Individual  three  light  unit.  30"  long, 
asbestos  wire. 


Wired  with 


No.  612 — Individual  two  light  unit.  20"  long.  Not  wired. 


No.  610 — Individual  one  light  unit.  9"  long.  Not  wired. 


No.  620 


No.  621 
No.  622 


i 

* 


No.  623  £ 


No.  600 — Continuous  lengths,  lights  on  12"  centers. 

No.  630 — Same  as  No.  612  except  14"  long — for  12"  Lumiline  lamp. 
No.  632 — Same  as  No.  612 — lor  18"  Lumiline  lamp. 

No.  620 — 3/s"  F.  x  3/a"  F.  Connector.  Sprayed  bronze 
finish. 

No.  621 — %"  F.  x  7/16"  F.  Connector.  Sprayed  bronze 
finish. 

No.  622 — %"  F.  x  3/b“  F.  Elbow.  Sprayed  bronze  finish. 


No.  623 — 3/b"  M.  x  7/16"  F.  Reducer.  Sprayed  bronze 
finish. 

No.  624 — 3/a"  Tubing.  Sprayed  bronze  finish. 


Units  up  to  8  feet  long  can  be  supplied.  Can  also  be  fitted  to  accommodate 
longer  showcases.  Continuous  lengths.  Lights  on  12"  centers. 


STANDARD  SPECIFICATIONS.  Sprayed  bronze  finish.  3/b"  rigid  tubing. 
Width  2V4",  Depth  2".  Equipped  with  porcelain  sockets.  Chromium  reflecting 
surface.  Supplied  with  suitable  supporting  brackets. 
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AVAILABLE  FOR  FLUORESCENT  LIGHTING 


RUG  DISPLAY  REFLECTOR 


Adjustable  reflector  made  in  any  required  length.  Chromium 
Wired  with  porcelain  angle  sockets  on  12”  centers. 


reflecting  surface. 


NO. 

OPEN  FACE 

HEIGHT 

SIZE  OF 
LAMP 

804 

5V2" 

3V2” 

100  W.  

805 

rH 

CO 

4V2” 

200  W. 

806  - 

Hanger  — 

24”  long. 

Photo  shows  application 
of  Rug  Display  Reflector. 


No.  803 


WINDOW  DISPLAY  REFLECTOR 

Reflector  to  be  fastened  at  top  in  window,  made  in  any  required  length.  Open  face  8”,  height  43/i''. 
Chromium  reflecting  surface.  Wired  with  porcelain  angle  sockets  on  12”  centers. 


AUXILIARY  REFLECTOR 

Length,  16”.  Width,  4”.  Depth,  3V2”.  Wired  with  porce¬ 
lain  twin  socket.  Chromium  reflecting  surface.  Adjust¬ 
able  brackets.  Can  be  supplied  in  longer  units  as  re¬ 
quired. 


No.  802 


AVAILABLE  FOR  FLUORESCENT  LIGHTING 


No.  815 

Length  30",  width  12”,  depth  5".  Suspended  by  two  rigid  supports  spaced  18" 
apart,  24”  long.  Aluminum  reflecting  surface.  Made  of  heavy  rust-proof  steel. 
Constructed  with  channel  containing  sockets  on  12"  centers. 


No.  874 


WALL  REFLECTOR 

In  continuous  lengths  with  flashed  opal  sliding  panels  for  relamping.  Sprayed 
aluminum  reflecting  surface.  Width  2x/z" ,  height  3". 


UTILITY  SURFACE  REFLECTOR 


No.  260 

Reflector — 9”  long  for  one  light.  Face  4V2”,  depth  3V2".  Wired  with  porcelain  socket  for 
standard  bulb.  Equipped  with  flashed  opal  glass. 

No.  262 — Same  as  above  except  15"  long,  wired  for  two  lights. 
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The  Above  Troughs  May  Be  Wired  for  LUMILINE  OR  FLUORESCENT  LAMPS 

TO  SPECIFICATIONS. 


^y^rcliitectu ral  cjCiaht 


(^riuncf 


LIGHTING  FROM  CONCEALED  SOURCES  HAS  MANY  POSSIBILITIES  IN  TREATING  THE  ARCHITECTURAL 

HARMONY  OF  THE  INTERIOR 


No.  862 

INDIRECT 

CIRCULAR 

TROUGH 

Exterior  finish  sprayed  white. 
Chrome  reflecting  surface  or 
sprayed  white. 

Sockets  spaced  6”,  8”  or  12" 
on  center. 


The  above  interior  is  indirectly  lighted  with  a 
circular  trough  suspended  18"  from  the  ceiling. 
Soft,  even  lighting  is  the  result. 


Sprayed  any  standard  finish.  Supplied  short  lengths 
to  fit  around  cove  of  column  unit  with  sockets  spaced 
6"  on  center. 


No.  861 


INDIRECT  COLUMN 
TROUGH 


No.  863 

Chrome  or  sprayed  white 
reflecting  surface.  Sockets 
6",  8"  or  12"  center.  Hang¬ 
ers  18"  long  with  4"  plain 
canopy.  End  shells  either 
flat  or  shaped. 


Suspended  Indirect  Lighting  Trough 


LOUVERED  TROUGH 

Length  36”,  open  face  8”,  depth  6”,  longitudinal  louvers  spaced  1”  apart. 
Sprayed  aluminum  reflecting  surface.  Constructed  with  channel  holding 
sockets  every  12  inches.  Louver  removable  for  relamping.  Can  be  furnished 
in  longer  sections  to  specifications. 


This  display  window  is 
lighted  with  louvered 
trough  No.  813. 
Uniform  light  intensity  and 
light  source  hidden. 


No.  808 


COVE  REFLECTOR 


Cove  lighting  for  confined  space.  Depth  2”,  open  face  2lh" .  Frosted  aluminum 
reflecting  surface.  Wired  with  porcelain  sockets  on  10”  centers  for  T- 1 0  tubu¬ 
lar  bulbs. 


Cove  reflector  application  for  silhouette  signs 
using  wood  letters.  Cove  reflectors  can  be 
located  for  concealed  lighting  on  top  of  wall 
cases. 


No.  860 

TYPES  OF  DIRECT  LIGHTING 

TROUGHS  FOR  SILHOUETTE  LETTER  SIGNS. 
FURNISHED  IN  REQUIRED  LENGTHS,  WITH 
OR  WITHOUT  CHROMIUM  REFLECTORS. 


AFTER 


BEFORE 


A  vivid  study  in  contrasts  resulting  in  new  effects,  no  glare,  no  depressed  feeling  at  this  hotel  desk. 


“BRIDAL  WEAR 


Silhouette  display  sign,  recessed  type.  Suitable  for 
use  in  department  stores  for  wood  letter  sign. 


Louvered  display  unit  for  illuminated  window  dis¬ 
play.  Louvers  effectively  conceal  light  sources. 


No.  850 

FOOTLIGHT  TROUGH 

Stock  length  30"  open  face,  5"  depth,  3"  height,  7"  sprayed  aluminum  reflect¬ 
ing  surface.  Constructed  with  channel  containing  sockets  on  6"  centers  for 
lamps  in  verticle  position.  Equipped  with  splice  box  and  knockout  for  wiring. 
Available  up  to  8  ft.  lengths  to  specifications. 


No.  254 

HINGED  DOOR 
WALL  BRACKET 


Length  18".  Face  5V2".  Height  \lU"  (recessed 
back  to  facilitate  wiring  and  mounting) .  Flashed 
opal  glass,  wired  with  porcelain  socket.  Two 
75-W.  lamps. 


C^ontinu ou3  ^Jrouah  cyCiqbt 


\aKiuncf 


No.  895 


KENT  COVE  LIGHTING  USED  IN  PRIVATE  HOMES 


c. 


ontinuouJ 


(L^oue  (=J^Lalit> 


Continuous  coves  for  indirect  lighting 
are  used  for  concealed  lighting  in  top 
of  wall  cases,  in  wall  coves,  or  for  ex- 


NO. 

HEIGHT 

WIDTH 

LAMP 

864 

A 

3" 

3  %" 

25  W. 

B 

33A" 

4V2" 

60  W. 

C 

5" 

6” 

100  W.* 

865 

A 

3" 

3  V2" 

25  W. 

B 

3V2" 

4  V2" 

60  W. 

C 

4V2" 

5” 

100  W. 

867 

A 

4" 

3" 

25  W. 

B 

4V2" 

3  Viz'' 

60  W. 

C 

5" 

33/4" 

100  W. 

868 

A 

3" 

4  Vz" 

25  W. 

B 

4" 

5” 

60  W. 

C 

5" 

6V»" 

100  W. 

876 

A 

3" 

3V2” 

25  W. 

B 

3%" 

4 1/2" 

60  W. 

C 

4  y2" 

5  V2" 

100  W. 

880 

A 

2  V*" 

3" 

25  W. 

B 

2  V4" 

3" 

12"  Lum. 

C 

2VT 

3" 

18"  Lum. 

No.  876 


No.  880 


No.  876 

CEILING  COVE  LIGHTING 


COVE  LIGHTING 


The  suggested  shapes  and  sizes  are  intended  as  a  basis  for 
determining  definite  requirements.  Reflectors  of  this  type  must 
be  designed  for  specific  conditions.  Our  engineering  depart¬ 
ment  will  design  troughs  to  meet  special  requirements. 

It  is  necessary,  that  you  give  mounting  height  of  reflector, 
height  from  reflector  to  ceiling,  size  of  room  and  purpose  for 
which  light  is  required. 

ALL  THE  ABOVE  REFLECTORS  CAN  BE 
MADE  FOR  FLUORESCENT  LAMPS 

Kent  reflectors  are  made  of  rust  proof  steel  equipped  with 
necessary  splice  boxes  and  knockouts  and  wired  with  asbes¬ 
tos  covered  wire,  with  porcelain  angle  sockets  on  12"  centers. 
Reflecting  surface  is  rippled  chromium  or  spray  flat  white  or 
sprayed  aluminum.  Reflectors  are  made  in  8  foot  length  and 
constructed  to  be  rigidly  joined  for  longer  length  as  required. 
Flashed  opal,  clear,  aurora  or  silverite  glass  available  for 
diffusing  light. 


2), 


recti 


lona 


No.  504 


No.  504 

SURFACE  TYPE 
CANOPY  BACK 


No.  535 


WALL  TYPE  -  TWO  SIDED 


NO. 

LETTERS 

BOX  SIZE 

DEPTH 

504 

4 

6”  x  8” 

4” 

505 

5 

7"  x  9” 

4” 

506 

6 

8”  x  12” 

4” 

508 

8 

10” x  16” 

4” 

Length  \2lU" .  Width  6V4''  x  35/s''.  Recessed  back 
bracket  7V4"x5".  5"  letters.  Red  letters,  white 

background. 


No.  544 

TWO  SIDED  EXIT  SIGN  TRIANGULAR  TYPE 

Each  face  8V2"  long  by  6"  high.  Overall  length  9".  Extends  from  wall  7Vz" 
Two  sliding  glass  panels  removable  for  relamping. 


No.  530 


UTILITY  SURFACE  REFLECTOR 

Reflector — 9  long  for  one  light.  Face  4 V2  * ,  depth  3V2”.  Wired  with  porcelain 
socket  for  standard  bulb.  Equipped  with  flashed  opal  glass. 

No.  532 — Same  as  above  except  15''  long,  wired  for  two  lights. 

These  signs  can  be  furnished  with  different  panels  for  "Information,'' 
Office”  or  other  directional  instructions  in  painted  letters  or  etched  glass 
lettering,  or  metal  stencil  letter  panels  backed  with  white  or  ruby  glass. 
Quotation  on  request. 


2 \r, 


ecL 


bona 


IS, 


cjn$ 


No.  557 


No.  558 


Length  12”.  Height  6”.  Extends  from  wall  4”.  Sliding  glass  panel  to  facilitate 
relamping.  Black  letters,  aluminum  background. 


No.  555 
No.  556 
No.  557 
No.  558 


SURFACE  TYPE 


NO. 

LENGTH 

HEIGHT 

EXTENDS 

LETTERS 

STD.  PKG. 

555 

12” 

6” 

4” 

5” 

12 

556 

12” 

8" 

4” 

6” 

12 

Sliding  glass  panels  with  red  letters.  White  background. 


No.  514 


RECESSED  TYPE 


NO- 

LETTERS 

BOX  SIZE 

FRAME  SIZE 

DEPTH 

514 

4 

63/4”x  83/4” 

8V2”  x  IOV2” 

4” 

515 

5 

73/4”x  93/4” 

9V2”  x  IIV2" 

4” 

516 

6 

83/4"  x  123/4" 

11”  x  15” 

4” 

518 

8 

103/4”  x  163/4” 

13”  x  19” 

4” 

tions 


BOXES — Are  made  of  heavy  rust-resisting  steel  with  all  joints  electrically 
welded. 

REFLECTING  SURFACE — Sprayed  aluminum. 

FRAME — Attached  with  screws  and  removable  for  relamping. 

GLASS  PANELS — Silk  screened  lettering;  red  letters  with  black  opaque  back¬ 
ground. 


1 bidirectional  Si 


<^n5 


Architectural  moulding  lends 
a  finished  appearance  to 
these  directional  signs. 
Etched  lettering  or  metal 
stencil  letter  panels  are 
available  for  these  signs. 


No.  564 


No.  545 


RECESSED  TYPE 


HINGED  FRAME 


NO. 

BOX  SIZE 

FRAME  SIZE 

DEPTH 

LETTERS 

564 

9"  x  15" 

10" X  16" 

4  V." 

4" 

565 

10" x  16" 

11"  x  17" 

4V4" 

5" 

566 

11" x  17" 

12" x  18" 

4  V4  " 

6" 

568 

12" x  18" 

13" x  19" 

4V4" 

8" 

Double-faced  exit  light  sus¬ 
pended  from  ceiling  with 
hinged  door  in  top  for  re¬ 
lamping  chain  stem  and  can¬ 
opies  for  hanging. 


No.  524 


SUSPENSION  TYPE 

Overall  length  \\l/z" ,  width  4",  height 
8”.  Glass  size  6"  x  12''  with  5''  letters. 


BRACKET  TYPE 

Back  plate  4%"  x  9”.  Glass  6"  x  12"  with  5" 
letters.  Extends  from  wall  14". 


No.  575 

WALL  SURFACE  TYPE 

Overall  length  15",  height  8",  depth 
4V4".  Glass  size  6"  x  12"  with  5"  letters. 


No.  525 

EDGELITE  FRAMELESS 
GLASS  SIGN 

Sign  is  equipped  with  clear 
plate  glass.  Letters  are  sand 
blasted  on  one  side.  Sign  is 
lighted  with  T-10  bulb  located 
in  housing. 

Moulding  2%"  x  14  V2"  x  2". 
Glass  12”  x  4V2"  x  3/16". 


Boxes  are  made  of  heavy  rust-proof  steel  with  all  joints  electrically  welded.  Sprayed  aluminum  reflecting 
surface  inside.  Sliding  glass  panels  removable  for  relamping.  Red  letters  with  black  opaque  background 
or  white  letters  with  red  background. 

All  of  the  above  signs  can  be  furnished  with  different  panels  for  "Office,"  "Information"  or  other  directional 
instructions.  May  be  had  in  doubled  faced  units.  Quotation  on  request. 
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No.  202 

PICTURE  REFLECTOR 

No.  202 — Length  15”,  width  3".  Wired  with  por¬ 
celain  twin  socket  for  standard  tubular  bulb. 
Equipped  with  two  adjustable  extensions — in 
and  out  7”,  up  and  down  5”.  Chromium  reflect¬ 
ing  surface. 

No.  201  — Same  as  No.  202  except  with  9  re¬ 
flector  for  one  light. 


No.  102 


PICTURE  REFLECTOR 

Swiveled  reflector  —  15”  long,  3V2”  wide. 
Equipped  with  two  adjustable  extensions — in 
and  out  7”,  up  and  down  5”.  Wired  with  porce¬ 
lain  twin  socket  for  two  standard  bulbs. 


No.  152 

BULLETIN  BOARD 
REFLECTOR 

Reflector — 16”  long,  open  face  3”,  depth  2V4”. 
Equipped  with  two  swiveled  arms  6”  long  and 
fastened  to  bulletin  board  by  sliding  clamp. 
Wired  for  two  tubular  bulbs.  Chromium  re¬ 
flecting  surface. 

No.  153— Same  as  No.  152  except  24”  long  and 
wired  for  three  tubular  bulbs. 


PULPIT  REFLECTOR 

Length  9”,  height  adjustable  to  12”.  Chromium 
reflecting  surface.  Wired  with  nickel  pull 
socket  for  standard  bulb. 


MUSIC  STAND  LAMP 


Adjustable  reflector  —  8”  long,  2”  diameter. 
Bracket  7”  high.  Wired  with  turn  knob  socket 
for  standard  tubular  bulb.  Aluminum  reflecting 
surface. 

No.  458 — 8”  long.  Bracket  12”  high.  Wired 
with  turn  knob  socket  for  standard  tubular 
bulb.  Aluminum  reflecting  surface. 


No.  451 


PICTURE  LIGHT  REFLECTOR 


Length  8”,  diameter  2”.  With  turn  knob  socket 
for  standard  tubular  bulb. 
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NO. 

PAGE 

STANDARD  FINISHES 

LACQUERED  PLATED 

NO. 

PAGE 

STANDARD  FINISHES 

LACQUERED  PLATED 

NO. 

PAGE 

STANDARD  FINISHES 

LACQUERED  PLATED 

102 

29 

6.75 

9.75 

UL312H 

11 

14.25 

613 

18 

8.25 

10.95 

152 

29 

10.50 

13.50 

314 

11 

15.00 

620 

18 

.30 

.45 

153 

29 

13.50 

16.50 

314H 

11 

16.50 

621 

18 

.39 

.54 

186 

12 

9.00 

UL314 

11 

16.50 

622 

18 

.36 

.54 

186H 

12 

9.75 

UL314H 

11 

18.00 

623 

18 

.30 

.45 

UL186 

12 

9.75 

338 

11 

13.50 

624 

18 

.30  ft. 

,45  ft. 

UL186H 

12 

10.50 

338H 

11 

15.00 

630 

18 

4.35 

5.85 

188 

12 

10.50 

340 

11 

18.00 

632 

18 

5.55 

7.35 

188H 

12 

11.25 

340H 

11 

19.50 

658 

10 

8.55 

UL188 

12 

11.25 

342 

11 

24.00 

658H 

10 

9.30 

UL188H 

12 

12.00 

342H 

11 

26.25 

UL658 

10 

10.05 

192 

12 

15.00 

356 

10 

8.25 

UL658H 

10 

10.80 

192H 

12 

15.75 

356H 

10 

9.00 

659 

10 

9.00 

UL192 

12 

15.75 

UL356 

10 

9.75 

659H 

10 

9.75 

UL192H 

12 

16.50 

UL356H 

10 

10.50 

UL659 

10 

10.50 

201 

29 

6.75 

9.75 

358 

10 

10.80 

UL659H 

10 

11.25 

202 

29 

7.50 

10.50 

358H 

10 

11.55 

660 

10 

9.90 

210 

29 

7.50 

10.50 

UL358 

10 

12.30 

660H 

10 

10.65 

220 

17 

7.50 

9.75 

UL358H 

10 

13.05 

UL660 

10 

11.40 

225 

17 

14.25 

16.50 

360 

10 

12.45 

UL660H 

10 

12.15 

250 

17 

3.00 

4.50 

360H 

10 

13.20 

662 

10 

9.90 

252 

17 

5.25 

8.25 

UL360 

10 

13.95 

662H 

10 

10.65 

254 

23 

13.50 

16.50 

UL360H 

10 

14.70 

UL662 

10 

11.40 

255 

17 

4.50 

7.50 

362 

10 

15.30 

UL662H 

10 

12.15 

256 

17 

6.00 

9.00 

362H 

10 

16.35 

664 

10 

11.25 

260 

20 

4.50 

6.75 

UL362 

10 

16.80 

664H 

10 

12.00 

262 

20 

6.75 

9.75 

UL362H 

10 

17.85 

UL664 

10 

12.75 

265 

15 

14.25 

16.50 

364 

10 

18.00 

UL664H 

10 

13.50 

266 

15 

30.00 

37.50 

364H 

10 

19.50 

666 

10 

13.95 

267 

15 

57.00 

67.50 

UL364 

10 

19.50 

666H 

10 

14.70 

270 

13 

9.00 

UL364H 

10 

21.00 

UL666 

10 

15.45 

272 

13 

11.25 

451 

29 

2.70 

3.30 

UL666H 

10 

16.20 

274 

13 

13.50 

458 

29 

3.75 

708 

9 

6.30 

276 

13 

13.50 

459 

29 

3.30 

708H 

9 

7.05 

278 

13 

15.75 

504 

26 

3.00 

UL708 

9 

7.05 

282 

13 

18.00 

505 

26 

4.05 

UL708H 

9 

7.80 

286 

13 

24.00 

506 

26 

5.55 

708F 

8 

5.55 

288 

13 

27.00 

508 

26 

7.50 

708FH 

8 

6.30 

292 

13 

33.00 

514 

27 

5.85 

UL708F 

8 

6.30 

306 

11 

5.55 

515 

27 

6.75 

UL708FH 

8 

7.05 

306H 

11 

6.30 

516 

27 

7.20 

709 

9 

6.30 

UL306 

11 

6.75 

518 

27 

9.75 

709H 

9 

7.05 

UL306H 

11 

7.50 

524 

28 

19.50 

UL709 

9 

7.05 

307 

11 

5.25 

525 

28 

19.50 

UL709H 

9 

7.80 

307H 

11 

6.00 

530 

26 

709F 

8 

5.55 

UL307 

11 

6.00 

532 

26 

709FH 

8 

6.30 

UL307H 

11 

6.75 

535 

26 

10.50 

UL709F 

8 

6.30 

308 

11 

7.50 

544 

26 

10.50 

UL709FH 

8 

7.05 

308H 

11 

8.25 

545 

28 

19.50 

710 

9 

7.80 

UL308 

11 

8.55 

555 

27 

2.25 

710H 

9 

8.55 

UL308H 

11 

9.30 

556 

27 

3.75 

UL710 

9 

8.55 

309P 

11 

8.40 

557 

27 

3.75 

UL710H 

9 

9.30 

309PH 

11 

9.15 

558 

27 

3.75 

710F 

8 

7.05 

UL309P 

11 

9.15 

564 

28 

18.75 

710FH 

8 

7.80 

UL309PH 

11 

9.90 

565 

28 

21.75 

UL710F 

8 

7.80 

310 

11 

8.40 

566 

28 

24.00 

UL710FH 

8 

8.55 

310H 

11 

9.15 

568 

28 

27.75 

712 

9 

7.80 

UL310 

11 

9.75 

575 

28 

15.00 

712H 

9 

8.55 

UL310H 

11 

10.50 

600 

18 

3.30  ft. 

UL712 

9 

8.55 

312 

11 

11.70 

602 

18 

12.00 

UL712H 

9 

9.30 

312H 

11 

12.75 

610 

18 

2.70 

3.45 

712F 

8 

7.05 

UL312 

11 

13.20 

612 

18 

5.25 

7.05 

712FH 

8 

7.80 
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STANDARD  FINISHES 

STANDARD  FINISHES 

STANDARD  FINISHES 

NO. 

PAGE 

NO.  PAGE 

NO.  PAGE 

LACQUERED  PLATED 

LACQUERED  PLATED 

LACQUERED  PLATED 

UL712F 

8 

7.80 

942 

7 

2236FG 

4 

UL712FH 

714 

8 

9 

8.55 

10.35 

943 

944 

7 

7 

ADDITIONAL 

2240 

2248 

4 

4 

714H 

9 

11.10 

945 

7 

2248FG 

4 

UL714 

9 

11.10 

946 

7 

INFORMATION 

2315 

4 

UL714H 

9 

11.85 

948 

7 

2318 

4 

714F 

8 

9.30 

951 

2318FG 

4 

714FH 

8 

10.05 

952 

SEE 

2320 

4 

UL714F 

8 

10.05 

953 

2324 

4 

UL714FH 

8 

10.80 

961 

2324FG 

4 

716 

9 

15.00 

962 

OUR 

2330 

4 

716H 

9 

16.50 

963 

2336 

4 

UL716 

9 

17.25 

971 

SPECIAL 

2336FG 

4 

UL716H 

9 

18.75 

972 

2340 

4 

716F 

8 

10.50 

973 

2348 

4 

FOR 

716FH 

8 

11.25 

974 

BULLETIN 

2348FG 

4 

UL716F 

8 

12.00 

975 

2415 

4 

UL716FH 

8 

12.75 

976 

2418 

4 

PRICES 

780 

12 

16.50 

981 

7 

ON 

2418FG 

4 

UL780 

12 

18.00 

982 

7 

2420 

4 

781 

12 

15.00 

983 

7 

2424 

4 

AND 

UL781 

12 

16.50 

984 

7 

FLUORESCENT 

2424FG 

4 

782 

12 

18.00 

985 

7 

2430 

4 

UL782 

12 

19.50 

986 

7 

2436 

4 

ADDITIONAL 

790 

12 

16.50 

987 

7 

LIGHTING 

2436FG 

4 

UL790 

12 

18.00 

988 

7 

2440 

4 

793 

12 

21.00 

1000 

5 

2448 

4 

INFORMATION 

UL793 

12 

23.25 

1246 

16 

19.50 

2448FG 

4 

802 

19 

9.75 

1248 

16 

22.50 

3224 

5 

SEE 

803 

19 

5.55  ft. 

1252 

16 

25.50 

3248 

5 

804 

19 

5.55  ft. 

1256 

16 

28.50 

3324 

5 

805 

19 

6.00  ft. 

1258 

16 

37.50 

3348 

5 

OUR 

806 

19 

2.25 

1262 

16 

45.00 

3424 

5 

808 

22 

5.25  ft. 

1276 

16 

18.00 

3448 

5 

813 

22 

8.55  ft. 

1278 

16 

21.00 

4424 

6 

SPECIAL 

815 

20 

9.45  ft. 

1282 

16 

24.00 

4436 

6 

850 

23 

5.25  ft. 

1286 

16 

33.00 

4448 

6 

860 

22 

6.75  ft. 

1288 

16 

36.00 

5418 

5 

BULLETIN 

861 

21 

5.25  ft. 

1292 

16 

42.00 

5624 

5 

862 

21 

13.50  ft. 

1296 

16 

82.50 

5824 

5 

ON 

863 

21 

9.00  ft. 

1298 

16 

120.00 

6424 

7 

864 

25 

5.25  ft. 

1302 

16 

135.00 

6436 

7 

865 

867 

25 

25 

5.25  ft. 
5.25  ft. 

2115 

2118 

4 

4 

6448 

8118 

7 

6 

FLUORESCENT 

868 

25 

5.25  ft. 

2118FG 

4 

FOR  PRICES 

8124 

6 

869 

24 

5.25  ft. 

2120 

4 

8136 

6 

LIGHTING 

871 

24 

5.25  ft. 

2124 

4 

8148 

6 

872 

24 

5.25  ft. 

2124FG 

4 

AND 

8218 

6 

873 

24 

5.25  ft. 

2130 

4 

8224 

6 

874 

20 

6.75  ft. 

2136 

4 

8236 

6 

876 

25 

5.25  ft. 

2136FG 

4 

ADDITIONAL 

8248 

6 

880 

25 

6.75  ft. 

2140 

4 

8318 

6 

890 

24 

5.75  ft. 

2148 

4 

INFORMATION 

8324 

6 

895 

9 

10.50  ft. 

2148FG 

4 

8336 

6 

895H 

9 

13.50  ft. 

2215 

4 

8348 

6 

900 

915 

7 

FOR 

2218 

2218FG 

4 

4 

SEE  OUR 

8418 

8424 

6 

6 

918 

7 

2220 

4 

8436 

6 

924 

7 

PRICES 

2224 

4 

SPECIAL 

8448 

6 

930 

7 

2224FG 

4 

9118 

3 

936 

7 

2230 

4 

9124 

3 

941 

7 

AND 

2236 

4 

BULLETIN 

9136 

3 
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NO. 

PAGE 

STANDARD  FINISHES 

LACQUERED  PLATED 

NO. 

PAGE 

STANDARD  FINISHES 

LACQUERED  PLATED 

NO. 

PAGE 

STANDARD  FINISHES 

LACQUERED  PLATED 

9148 

3 

FOR 

11124 

2 

FOR 

13118 

3 

FOR 

9218 

3 

11136 

2 

13124 

3 

9224 

3 

11148 

2 

13136 

3 

9236 

3 

PRICES 

11218 

2 

PRICES 

13148 

3 

PRICES 

9248 

3 

11224 

2 

13218 

3 

9318 

3 

11236 

2 

13224 

3 

9324 

3 

AND 

11248 

2 

AND 

13236 

3 

AND 

9336 

3 

11318 

2 

13248 

3 

9348 

3 

ADDITIONAL 

11324 

2 

ADDITIONAL 

13318 

3 

ADDITIONAL 

9418 

3 

11336 

2 

13324 

3 

9424 

3 

11348 

2 

13336 

3 

9436 

3 

INFORMATION 

11418 

2 

INFORMATION 

13348 

3 

INFORMATION 

9448 

3 

11424 

2 

13418 

3 

10118 

2 

11436 

2 

13424 

3 

10124 

2 

SEE 

11448 

2 

SEE 

13436 

3 

SEE 

10136 

2 

12118 

3 

13448 

3 

10148 

2 

12124 

3 

14124 

5 

10218 

2 

OUR 

12136 

3 

OUR 

14136 

5 

OUR 

10224 

2 

12148 

3 

14148 

5 

10236 

2 

12218 

3 

14224 

5 

10248 

2 

SPECIAL 

12224 

3 

SPECIAL 

14236 

5 

SPECIAL 

10318 

2 

12236 

3 

14248 

5 

10324 

2 

BULLETIN 

12248 

3 

BULLETIN 

14324 

5 

BULLETIN 

10336 

2 

12318 

3 

14336 

5 

10348 

2 

12324 

3 

14348 

5 

10418 

2 

ON 

12336 

3 

ON 

14424 

5 

ON 

10424 

2 

12348 

3 

14436 

5 

10436 

2 

12418 

3 

14448 

5 

10448 

2 

FLUORESCENT 

12424 

3 

FLUORESCENT 

18424 

6 

FLUORESCENT 

11118 

2 

12436 

3 

18448 

6 

12448 

3 

LIGHTING 

LIGHTING 

LIGHTING 

STANDARD  FINISHES: 

SPRAYED  LACQUER  ON  STEEL 

Aluminum 

Statuary  Bronze 

Gold 

Black 

Ivory 

Mahogany 

White 

KENT  products  are  guaranteed  as  t 
SHIPPING: 

Shipments  are  F.  O.  B.  Brooklyn, 
merchandise. 


PLATED  FINISHES  ON  BRASS 
Statuary  Bronze 
Bank  Bronze 
Polished  Chrome 
Satin  Chrome 
Pewter 

Brushed  Brass 
Polished  Brass 
English  Bronze 

workmanship  and  specifications. 

N.  Y.  Please  indicate  preferred  routing  of 


Prices  subject  to  change  without  notice.  Lamps  are  not  included  in  price. 
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